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1. F/W Download - IAP

note: F/W downloader using IAP

Run as a Ymodem-enabled program (Extra putty, tera term, etc.)

Connect PC and module

- PC and module connection using micro 5pin cable

1.1 F/W download using Extra putty

Putty version: Extra putty 0.30

1)Putty standard setting

- Window -> Behaviour -> “Enable menu on Terminal” check

ﬁ PUTTY Cenfiguraticn (Save mode : Filg) — d -
Cateagory:
B- Sfa-ssiun - Configure the behaviour of PuTTY"s window
Logging Adjust the behaviour of the window title
7 Teminal Window title:
- Keyboard =
- Bell |
- Features [] separate window and icon titles
[=)- ExtraPuTTY
- Settings Wam before closing window
- StatusBar Window closes on ALT-F4
[+l Files Transfer [] System menu appears on ALT-Space
- Window [] System menu appears on ALT alone
e [[] Disable System Menu
- Translation [ Disable close button from PuTTY's window titls
.- Selection I Enable main menu on Teminal
- Colours [] Ensure window is always on top
- Hyperinks [] Full =creen on Alt-Enter
[=)- Connection Always keeping session name in title
- Data [] start up in full screen mode
'FI:rTth [] Disable message boxes =3 convert into statusbar (LEXTRAPUTTY_LOG%)
- Teln
- Rlogin
[+-55H
- Seral
... Curttarm s
About COpen Cancel




2) Serial connection
- Connection type: Serial
- Serial line: module port number Ex) COM24
- Speed(baud rate): 115200

- After setting as above, "Open" button click

PUTTY Configuration (Save mede : File) — O b
Category:
Session Basic options for your PuTTY session
T:l ’ Fﬂglging Specify the destination you want to connect to
=1 Termina o
3. Keyboard Serial line Speed
- Bel [Com24 | [115200
i i-. Features Connection type:
- ExtraPuTTY (O Raw () Telnet (O Rlogin () SSH (®) Serial
' - Settings () Cygterm
i StatusBar
). Fles Tranafer Load, save or delete a stored session
- Window Saved Sessions
P Appearance
[ .. Behaviour r : 1
P Default Settings
. i Translation . . —
: Selection =
i~ Colours
i - Hyperlinks Delete
= Connection
- Data
= Prongy
- Telnet
-+ Rlogin
- SSH Close window on exit:
. Serial ) Always () Never ® Only on clean exit
.. Cygterm (C) Never. Auto-Connect
About | COpen | Cancel

3) Start download mode

- Press reset and enter ‘1" within 0.5 seconds

4) In download mode

- Files Transfer -> Ymodem -> Send click



?

Session  Special Command  Window  Logging | Files Transfer  Hangup

Send

Receive

5) Find and select the .bin file you want to install

T > WPC » MEE (D) > project > LSMI10A test > testfile > I1AP v O

ag LSM110A_

V100 20
L2 220474 1A
PV100bin

W E e

[

<

T OFZ(N): | LSM110A_V100_| 20220414 IAP_V100.bin

% Warning: In addition to binary (.bin) files created by building SDKs, you are
responsible for any problems that occur when using other binary (.bin)

files.

6) If you select a bin file and send it, the progress is displayed as shown in the figure below

Cection  Special Command Aimrr AAATRA Cil ot
eSS0 speCldl Lo 4l v | FHOOW LCgIng E5

Transfering File

Filet ame: LEM11048_W100_|_20220414 |

Pratacal; YODER 1K
Packett: 20150

Tranzfering ...

7) After the download is complete, the size of the binary is printed and F/W is booted
- User FW Speed(baud rate): 9600
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1.2 F/W download using Tera term
Note: tera term does not work in the latest version(4.106), use version 4.72
1) Serial connection

- Setup -> “Serial port..." click

M Tera Term - [disconnected] VT

File Edit  Setup Control Window Help
Terminal...
Window...

Font...

Keyboard...

Serial port...

Proxy...

SSH..

SSH Authentication...
S5H Forwarding...
SSH KeyGenerator...
TCR/IP...

General...
Additional settings...

Save setup...
Restore setup...

Load key map...

- Port: module port number Ex) COM24
- Baud rate: 115200
- After setting as above, "OK" button click

Tera Term: Serial port setup X

Port COM24 - oK

Baud rate: 115200 v
Data: 8 bit v Cancel
Parity: none v
Stop: 1 bit v Help
Flow control: none v

Transmit delay

0 :msecfghar :0 :mse::f!ine




2) Start download mode

- Press reset and enter ‘1" within 0.5 seconds

3) In download mode

T COME - Tera Term VT
File | Edit Setup Control Window Help
New connection.. Alt+N
Duplicate session Alt+D
Cygwin connection Alt+G
Transfer ¥ Kermit
55H SCP XMODEM
Change directory... YMODEM Receive...
Replay Log... ZMODEM Send...
TTY Record B
TV Replay Quick-VAN
Print... Alt+P
Disconnect Alt+
Exit Alt+Q
Exit Al “
4) Find and select the .bin file you want to install
2 I
Help - 1S
Y. Tera Term: YMODEM Send X
<« v 4 [l WPC > M EE DI > project » LSMI10Atest » testfile > 1AP v e
M - wE - 0
guide ~
1AP
@ OneDrive - LSM110A_
V100_1_20
Eurc 220414 1A
B 20 7% P_V100bin
§ oeEc
E ==y
ERL
=B
S
ES
B, BE A
- MEE (D
& use3 v
TH OJS(N): |LSM110A_V100_]_20220414_JAP_\100.bin ~| [ales v

* Warning: In addition to binary (.bin) files created by building SDKs, you are

responsible for any problems that occur when using other binary (.bin)

files.



5) If you select a bin file and send it, the progress is displayed as shown in the figure below

or the file to be zent ... [press "a’ to abort)

Tera Term: ¥YMODEM Send

Filename: |LSM110A_V100_ ;|
Protocol: YMODEM (1k)
Packet#: 3
Bvtes transfered: 2048

Elapsed 0:05 (409Bvtes/s)
1.3%

Cancel

6) After the download is complete, the size of the binary is printed and F/W is booted
- User FW Speed(baud rate): 9600
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6) After setting Sigfox Mode, please set Initializing of restore flash factory settings by using
ATCommand "AT$RFS"

AT Command
|AT5F:FS.| AT SEND
ATSRFS

(If you don't setting ’Initializing of restore flash factory settings’, using updated RC lastly is

not available )



